MANUAL SHADE CONSTRUCTION DETAIL

H100 SOLOMOUNT

EXISTING CONSTRUCTION | \l\ \
(BY OTHERS) — —
1n
3
88.5mm
: A : A CONTINOUS
FASTENERS THROUGH - H BLOCKING TO
BRACKET FLANGE BE LEVEL

(BY OTHERS)

STANDARD BRACKET]
MODEL #BH100SM |

NANNN

91} ROLLER TUBE.[ 92}’ 5
AND SHADE BAND_[ [956 8mm] e
(REGULAR ROLL) =
CLOSURE , &
EXISTING WINDOW MULLION i MOUNT W/ [ 2755mm] L
(BY OTHERS) SHADECLOTH  A4—A | TILE SUPPORT | i
N CLUTCH gl
HEMBAR a8 MODEL#WT112
SEALED INSDE [ & | (DRIVE END
SHADECLOTH | SHOWN)
1 o | GYP. BD. SOFFT |
[12_27mm]— : - [50. 8mm (BY OTHERS)
MINIMUM | REMOVABLE
| 2" BOTTOM CLOSURE
|
| DRIVE CHAIN
A I
| [127mm]
| SHADECLOTH IN
GLASS | DOWN POSITION
(BY OTHERS)

S SECT\ON VieEW

SCALE:
REFLECTED | H1SATNGN2-R
ELEVATION H1SATNGN2-E
TMLE DWN BY CKD BY
N.W. M.P.
23 H100 SOLOMOUNT REGULAR ROLL IN GYP. DWG o e
SHADE POCKET WITH 2" BOTTOM CLOSURE _HISkNONZ-S__05/17/2016
1:2 1 OF 1

77 SECOND AVE GARDEN CITY PARK NY 11040 T: +1(877)294-3580, F: +1(516)294—-0444, E:INFO@WTSHADE.COM



