WIRED TECHNOLOGY SINGLE MOTOR POINT TO POINT WIRING DIAGRAM

GROUND
NEUTRAL
LINE

QUICK
DISCONNECT
G
\_/WK/ TNN=== | g \ [ 1
| — | ~—
B1 B2
& WIRED MOTOR
REF:
B-BLACK
R-RED
| G—-GREEN WIRED CABLE LEGEND
Al W=WHITE * RED/BLACK CONNECTION VARIES BASE &O(T:(())I,%IDIEJE:AT[?RWI}S QV'\\IISE%EQNDED
\_PVVE ON MOTOR POSITION & REG/REV ROLL QUICK DISCONNECT(MALE)
MOTOR CABLE STANDARD 1FT.
/_'E B1 BLACK DIRECTION 1* 4 CONDUCTOR 16 AWG STRANDED
R* RED DIRECTION 2* J—BOX WITH ANDERSON QUICK
WHITE NEUTRAL (A2 | DISCONNECT(FEMALE)
B2* OREEN GROUND STANDARD 5'
DECORATOR SWITCH
SWITCH
TILE DWN BY CKD BY
N.W. M.P.
@ WIRED TECHNOLOGY SINGLE MOTOR POINT DWG NO. DATE
SHADE TO POINT WIRING DIAGRAM WPWH-1 02/02/2017
NATURAL LIGHT MADE RGHT SCALE SHEET NO.
N.T.S. 1 OF 1

77 SECOND AVE GARDEN CITY PARK NY 11040 T: +1(877)294-3580, F: +1(516)294—0444, E: INFO@WINDOWTEX.COM



